iIncubators

Thermo Scientific Heratherm General Protocol Microbiological Incubators

Ideally suited for routine applications in pharmaceutical, medical, food and
research laboratories, with sample safety in mind

* Gravity convection provides gentle airflow and minimal drying out

* Temperature range from ambient +5° to 75°C

= Corrosion-resistant stainless-steel chamber (1.4016 / AISI 430)
= Intuitive user interface for setting temperature

= Large, easy to read vacuum fluorescent display

= Internal glass door allows sample viewing without impacting temperature

= Exceptionally small footprint

= Access port for independent data monitoring or use of equipment, such as

shakers or stirrers inside unit
= Easy stacking of two same-size units without need for stacking device

Ordering Alerts: Availability may vary by country
Warranty¥: 2 years (parts and labor)
Certifications: cCSAus (120V, 50/60Hz models) and CE (230V, 50/60Hz models)
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51028063 75L ambient +5 °C | 2 (13)/25kg 414 x 354 x 508mm 470 x 565 x 530 x 720mm | +0.6°C/ 40kg 120V 60Hz; 300w; 2.5A;
(26cu.ft) |t075°C (651b.) (16.3x 13.9x 20.0in.) (22.2x20.9 x 28.3in.) +0.2°C (881b.) Nema 5-15 US

51028130 75L ambient +5 °C | 2 (13)/25kg 414 x 354 x 508mm 565 x 530 x 720mm (22.2 x | +£0.6°C/ 40kg 230V 50/60Hz; 300w; 1.3A;
(2.6cu.ft) | t075°C (55 1b.) (16.3 x 13.9 x 20.0in.) 20.9 x 28.3in.) +0.2°C (881h.) Country-specific

51029638 75L ambient +5 °C | 2 (13)/25kg 414 x 354 x 508mm 470 x 565 x 530 x 720mm | £0.6°C/ 40kg 100V 50/60Hz; 300w; 3A;
(26cu.ft) |t075°C (651b.) (16.3 x 13.9x 20.0in.) (22.2x20.9x 28.3in.) +0.2°C (881b.) Nema 5-15 Japan

51028064 1170 ambient +5 °C | 2 (16)/25kg 414 x 464 x 608mm 565 x 640 x 820mm +0.6°C/ 51kg 120V 60Hz; 540w; 4.5A;
@.0cu.ft) |to75°C (65 1b.) (16.3x 18.3 x 23.9in.) (22.2 x 25.2 x 32.3in.) +0.2°C (1121b.) Nema 5-15 US

51028131 1170 ambient +5 °C | 2 (16)/25kg 414 x 464 x 608mm 565 x 640 x 820mm +0.6°C/ 51kg 230V 50/60Hz; 540w; 2.3A;
(4.0cu.ft) |to75°C (55 1b.) (16.3x 18.3x 23.9in.) (22.2x25.2x32.31n.) +0.2°C (1121b.) Country-specific

51029639 1170 ambient +5 °C | 2 (16)/25kg 414 x 464 x 608mm 565 x 640 x 820mm +0.6°C/ 51kg 100V 50/60Hz; 540w; 5.4A;
@.0cu.ft) |to75°C (65 b.) (16.3x18.3 x 23.9in.) (22.2 x 25.2 x 32.3in.) +0.2°C (1121b.) Nema 5-15 Japan

51028065 194L ambient +5 °C | 2 (19)/25kg 589 x 464 x 708mm 738 x 640 x 920mm +0.6°C/ 65kg 120V 60Hz; 720w; BA;
6.85¢u.ft) | to75°C (65 1b.) (23.2x18.3x27.9in.) (29.1x25.2x36.21in.) +0.2°C (1431b.) Nema 5-15 US

51029640 194L ambient +5 °C | 2 (19)/25kg 589 x 464 x 708mm 738 x 640 x 920mm +0.6°C/ 65kg 100V 50/60Hz; 720w; 7.2A;
(6.85cu.ft) | to75°C (65 Ib.) (23.2x18.3 x 27.9in.) (29.1x25.2 x 36.2 iin. +0.2°C (1431b.) Nema 5-15 Japan

51028132 194L ambient +5 °C | 2 (19)/25kg 589 x 464 x 708mm 738 x 640 x 920mm +0.6°C/ 65kg 230V 50/60Hz; 710w; 3.1A;
6.85¢cu.ft) | to75°C (655 1b.) (23.2x18.3x27.9in.) (29.1x25.2x36.21in.) +0.2°C (143 b.) Country-specific
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